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COMMON SPACES // ESPACIOS COMUNES

CONFERENCE ROOM // SALA DE JUNTAS

PANELERIA PISO TECHO

1

P-1 Door: Door opening: 0.85 m x 2.00m. h. This 

item includes the supply and installation of a 

metallic frame, transom (to ceiling) and a glass 

door on the panel divisions. Frame:16 gauge cold 

rolled steel sheet with electrostatic paint finishing / 

or equivalent aluminum frame.  Glass door in 

10mm  tempered glass. Door finish: 4 mils security 

sand blasted  film. Includes Door lock:  Lock 

aluminum handle or equivalent, key to the outside 

and inside button. All doors with floor doorstop, 

hinges and all accessories required for 

installation.  // 

Puerta P-1: Vano puerta de 0.85m x 2.00m. h.  

Marco con cuerpo en acero cold rolled calibre 16 o 

su equivalente en aluminio. Montante en vidrio 

hasta cielo raso. Acabados en pintura 

electrostatica. Hoja y montante en vidrio templado 

de 10 mm. Acabado: Película San blasteda de 

1.00 EA  - each 

2

Mixed Paneling Floor to Ceiling: H. 2.40 m. 

STAND ALONE METALLIC FRAMING: Made of 

cold rolled sheet steel gauge18 and/or equivalent 

aluminium sheet. With seams to support surfaces 

and accessories (vertical and horizontal). All 

metallic finishes in electrostatic paint. The width of 

the framing is around 8cm. U union in cold rolled 

steel sheet 18 gauge and/or equivalent aluminium 

sheet. Leader in polypropylene. Poster, shot 

distribution and developed in cold rolled steel 

sheet,18 gauge or metallic equivalent aluminium 

sheet. Pipeline or cable channel on the lower level, 

with divisions to separate different types of cabling. 

This product should be given the option of being 

inspected by both sides, and, have the option to 

receive shots. No rigid duct cover. Polypropylene 

levellers. Glass fasteners PVC extruded, when 

carrying glass tiles. TILES OR PANELS: 

Chipboard tablex type from floor to 0.90m high: 

three-layer laminated wood particle in Formica or 

equivalent or Metallci panels finished with 

electrostatic paint  superior panels from 0.90m h to 

ceiling in 8mm Tempered Glass tile including 4 

mils sand blasted film on panels// 

Paneleria Mixta Piso - Cielo Raso, h. 2.40m : 

ESTRUCTURA METALICA AUTO PORTANTE: 

Elaborada en lámina de acero cold rolled calibre 

18 y/o lamina de aluminio equivalente, con 

troquelados tipo cremallera para soportar 

superficies y accesorios (vertical y 

horizontalmente). Todos los acabados de la 

estructura metálica deben ser cubiertos con 

pintura electrostática. Ancho aproximado de la 

perfileria: 8cm. U de unión superior o pasarelas, 

1 LS  - lump sum 

3

Meeting table 6 Places: Rectangular table for 6 

places measuring minimum 0.90m width by 1.80 m 

length. The table shall include two central metal or 

aluminum equivalent supports, coated with 

electrostatic paint, with bottom plastic or rubber 

levelers.  Surface with the same specifications of 

the working surfaces. The supplier shall offer their 

available design according to this description. 

Location: meeting room// 

Mesa de Juntas 6 Puestos: Suministro de mesa 

rectangular de 6 puestos y medidas 1.80 m largo x 

0.90m ancho. Con dos soportes centrales 

metalicos o en alumnio equivalente, acabados en 

pintura electrostática. Los soportes con 

niveladores de plástico o caucho y anclajes a la 

superficie.  El proveedor debera ofrecer el diseño 

1 EA  - each 

4

Interlocutor chair with armrests. Interlocutor 

ergonomic chair with fixed medium back at least 40 

cm high. Structure: with armrests: metal base/legs, 

minimum gauge 14 with electrostatic paint. Seat: 

Upholstered in "Prana" or equivalent. Backrest 

finished in black net. Minimum 3 years warranty. //

Silla interlocutora con brazos.  Silla 

ergonómica con espaldar mediano fijo de altura 

mínima de 40 cm. Estructura con brazos y con 

patas metálicas en tubería cold rolled calibre 14 

como mínimo. Asiento tapizado en prana o 

6 EA  - each 

5

Metallic Bin: Metallic and round, with minimum 

dimensions 0.20m. diameter and 0.30m. high, and 

rubber and/or plastic packing around the bottom. 

Or the standard shape used by each company, but 

with the minimum dimensions stated. Include in 

your proposal available colors and image/catalog. 

Basurera oficina: Metálica redonda de medidas 

mínimas: 0.20m de diámetro por 0.30m de altura 

con empaque inferior en caucho y/o plástico. O la 

forma estándar que maneje cada empresa teniendo 

como mínimo las dimensiones enunciadas. Incluya 

en su propuesta colores e imágenes. 

2 EA  - each 

LIVING ROOM // SALA DE DESCANSO

6

Sofa-bed:  Sofa with click clack type fitting for 

three positions. With folding backrest which  

attached to the seating base, adequates bed. Sofa, 

three seats, approximate measurements: length 

1.80x 0.80 width x height 0.80. One person bed, 

approximate measures: 1.80 length x 1.10 width x 

80 cm height. Metal structure with high density 

foam, upholstered in Prana or equivalent.  Include 

in your proposal available colors and 

image/catalog. // 

Sofa cama: Sofa con herraje tipo clic clac para 

tres posiciones. Con respaldar abatible formando 

el lecho, unido a la base:  Sofa, tres puestos, 

medidas aproximadas: 1.80 largo 0.80 ancho x  

0.80 alto. Cama para una persona, medidas 

2 EA  - each 

7

Metallic bunk bed 1.90 x 0.90 Structure in round 

tube cold rolled Cal. 18 minimum diameters of 3/4 

"to 1.9". With stringers in 11/2” x 3/16 angles HR 

sheet. The structure shall include a metal staircase 

at the front. The fastening system must be bolted 

with screws and nuts. Legs stoppers or give shots 

or silicone rubber on the ends of the legs. Includes 

lined fabric mattress in high density foam, 20 cm 

thick. // 

Camarote Metalico  de 1.90 x 0.90m: En 

estructura en tubo redondo cold rolled Cal. 18 en 

diámetros minimo de 3/4" hasta 1,9". Largueros en 

ángulo 11/2" x 3/16 en lámina HR. Con escalera 

metalica en la parte frontal. El sistema de fijación 

debe ser con  pernos y tuerca.Incluir tapónes o 

1 EA  - each 

8

Auxiliary table: Rectangular table  minimum 0.60 

m width by 0,9m m length x 0.40m high. The table 

shall include  metal supports coated with 

electrostatic paint, with bottom plastic or rubber 

levelers. Cover with same specifications of the 

working surfaces.Include catalog/isometry with 

your proposal. // 

Mesa auxiliar: Suministro de mesa auxiliar de 

centro. Medidas 0.6 m largo x 0.9 m anchox 0.40m 

alto. Con patas o soportes metálicos en lámina de 

acero cold rolled calibre 18  y/o lamina de aluminio 

equivalente. Acabado metalico recubierto con 

pintura electrostática. Con niveladores de plástico 

o caucho y anclajes a la superficie. Incluya 

catalogo/isometria con su propuesta. Superficie y 

1 EA  - each 

9

Side table 50cm x 40cm: Approximate measures: 

0.50 m width by 0,4m m length x 0.40m high. The 

table shall include  metal supports coated with 

electrostatic paint, with bottom plastic or rubber 

levelers. Cover with same specifications of the 

working surfaces.Include catalog/isometry with 

your proposal.// 

Mesa auxiliar lateral 50cm x 40cm: Medidas 0.50 

m largo x 0.40 m anchox 0.40m alto. Con patas o 

soportes metálicos en lámina de acero cold rolled 

calibre 18  y/o lamina de aluminio equivalente. 

Acabado metalico recubierto con pintura 

electrostática. Con niveladores de plástico o 

caucho y anclajes a la superficie. Incluya 

1 EA  - each 

10

Metal Lockers: 0.30m deep, 0.93wide; 1.80m 

high. Complete metallic furniture with 6 lockers 

units. Each unit includes one metal door with 

ventilation's grid or holes, security lock, one bottom 

movable shelf. The cold-rolled sheet shelves shall 

be minimum gauge 20, while structure, supports 

and pole will be minimum gauge 18. Finished in 

electrostatic paint. This description refers to 

unique pieces of furniture composed of six units. 

Twelve storage units are requires

Locker Metalico: 1.80 m. de alto x 0,93m. de 

ancho x 0,30 m. de fondo.  Mueble metálico en 

lamina CR o su equivalente en alumino. Estructura 

principal en lamina calibre 18.  Acabado en pintura 

electrostática. Cada unidad con unentrepaño 

inferior  en lamina minimo calibre 20 . El 

entrepaños con reborde o apoyo de 1 cm en el 

frente para evitar el rodamiento de objetos.  Puerta 

2 EA  - each 

11

Metallic Bin: Metallic and round, with minimum 

dimensions 0.20m. diameter and 0.30m. high, and 

rubber and/or plastic packing around the bottom. 

Or the standard shape used by each company, but 

with the minimum dimensions stated. Include in 

your proposal available colors and image/catalog. 

Basurera oficina: Metálica redonda de medidas 

mínimas: 0.20m de diámetro por 0.30m de altura 

con empaque inferior en caucho y/o plástico. O la 

forma estándar que maneje cada empresa teniendo 

como mínimo las dimensiones enunciadas. Incluya 

en su propuesta colores e imágenes. 

1 EA  - each 

12

Blinds 1.70 x 2.10h Supply and installation of 

manual aluminum miniblinds. Non deformable 

aluminum, 25mm width, 0.06mm thick. Minimum, 47 

plates per meter.  Manual blinds through cord. The 

miniblinds will overhang 10cm towards the bottom 

of the window opening. Color to be defined, 

according to vendor' s display //

Persiana 1.70 x 2.10h Suministro e instalación de 

minipersianas manuales en aluminio. Aluminio 

resistente a la deformación. Laminas de 25mm de 

ancho, 0.06 mm de

espesor. Minimo 47 laminillas por metro.  

Manuales, mediante cordón. Las

minipersianas, en sentido vertical colgarán 10cm 

en la parte inferior del vano. Color por

3.57 SM  - square meter 

PRINT AND COPY AREA // CENTRO DE COPIADO

13

Printer fax stand 1.20 x 0.60 x 0.75h: With two (2) 

doors and two (2) shelves (including bottom and 

medium shelves) for storing paper. One covered 

cable run for each horizontal surface and back. Top 

board and doors, same characterisitics of the 

working surfaces.

Mueble para Impresora y Fax de 1.20 x 0.60 x 

0.70m h:  con puertas, dos entrepaños (incluido 

inferior e intermedio) y tapa. Entrepaños  

(intermedio y base) y 2 puertas. Con pasa cables 

en los entrepaños, superfice lateral y espalda. 

1 EA  - each 

EATING AREA // ZONA PARA COMER

14

Round table: Round table for 4 places. Measure: 

Ø 0,90m The table shall include one central metal 

or equivalent aluminum support finished with 

electrostatic paint  Anchored levelers to the surface 

with plastic and/or rubber level bottoms. Board 

cover with the same specifications as the working 

surfaces.

Mesa Redonda: Mesa  redonda para 4 puestos,  

Dimension: Ø 0,90m  Incluyendo un soporte central 

metálico o en aluminio equivalente  acabado en 

pintura electrostática . Con niveladores de plástico 

1 EA  - each 

15

Cafeteria chair without arms Stackable 

ergonomic chair with fixed medium back at least 35 

cm. high. These chairs should have four metal feet, 

cold rolled pipe minimum cal.16 or aluminum 

equivalent, finished with electrostatic paint or 

furnace epoxy-polyester; with arms. Backs and seat 

shall be in polymer, polypropylene or injected 

plastic with UV protection.//

Silla Cafeteria sin brazos: Silla ergonómica 

apilable con espaldar mediano fijo de altura mínima 

de 35 cm. sillas deberán ser en plástico inyectad, 

polipropileno o polimero y con cuatro patas 

metálicas, en tubería cold rolled calibre mínimo 16 

o aluminio equivalente. Acabadas con pintura 

4 EA  - each 

16

High eating counter  2.40m x 0.50 x 0.92h. All 

surfaces including tables and independent 

elements shall be and made of high- pressure 

laminate, 1 1/4" or 3 cm thick, with flat thermo-fused 

edges, and will include “balance”. Two metal 

supports or aluminum equivalent with electrostatic 

paint // 

Barra alta 2.40m x 0.50 x 0.92h : Todas las 

superficies  incluidas mesas y elementos 

independientes serán en Tablex inmunizado de 

mínimo 3cm. de espesor forrado en formica con 

1 EA  - each 

17

High chairs for counter: High chair for 92 cm 

counter, with or without back. no armrests. Chairs 

composed of one base in cold rolled pipe minimum 

cal.16 or aluminum equivalent, finished with 

electrostatic paint or furnace epoxy-polyester. Back 

and seat shall be in polymer, polypropylene or 

injected plastic with UV protection.// 

Silla / Butaca alta: Para barra de 

aproximadamente 92 cm de altura. Sin brazos, con 

o sin espaldar. Silla y espaldar en  plástico 

inyectado, polipropileno o polimero y con una base 

metálica, en tubería cold rolled calibre mínimo 16 o 

aluminio equivalente. Acabadas con pintura 

4 EA  - each 

18

Ecologic Pedal plastic waste containers: Three 

independent 20 liter plastic containers for different 

types of waste. Each body with lid and pedal  Each 

body identified with colors (blue, green and gray) 

and symbols that identify the type of material to be 

recycled.  Include in your proposal available colors, 

image/catalog. 

Basurera plastica ecologica para separacion 

de residuos: Tres recipientes plasticos 

independientes de 20 litros c/u, para manejo de 

residuos. Cada uno con tapa y pedal. Cada cuerpo 

1 EA  - each 

ANALISTAS

ANALISTAS Q

19

Mixed panelling 1.70m high.The frames must be 

metal coated in electrostatic paint or aluminum 

frames with scratch- resistant powder-coat finish. 

All divisions to be supplied must be minimum 7.5cm  

thick and 1.70m high. The paneling divsions must 

be self-supporting and rigid; they will be set up 

over technical floor. All divisions must be able to be 

wired at different heights both vertically and 

horizontally. The divisions that have outlets must 

have voice and data outlets in the upper part of the 

base and regulated and non-regulated electrical 

power outlets in the lower part. The minimum 

distance that is allowed between electrical power 

outlets and data outlets is 25 cm. The outlets and 

openings must have a blind cover for 

enhancements.  All of the divisions shall be 

laminate top same finish as surfaces, up to 1.30 m 

high; and last row with laminated glass or 5mm 

glass with 4 mils Mylar; except behind hanging 

cabinets where panels shall be in formica,  Glass 

fasteners PVC extruded for glass tiles If the 

bidding companies handle heights other than those 

suggested in this item, the permissible ranges may 

vary 10-cm. maximum. Minimum 5 years guarantee. 

Paneleria mixta de media altura 1.70m h.Toda la 

panelería a suministrar debe ser de mínimo  7.5cm  

de espesor y 1.70m de altura. Toda la panelería 

deberá tener capacidad de cableado en sentido 

vertical y horizontal.  La paneleria se va a montar 

sobre piso tecnico,debe garantizarse que sea 

autoportante y rigida.  La panelería que tenga 

tomas deberá tener en la parte superior del zócalo  

las tomas de voz y datos  y en la parte inferior las 

tomas de energía regulada y no regulada. La 

1.0 LS  - lump sum 

20

Simple W orkstation type min 1.40m x 0.60m:  

All working surfaces including tables and 

independent elements shall be and made of high- 

pressure laminate, 1 1/4" or 3 cm thick. Surface 

Finish: Formica or equivalent  with flat thermo-

fused edges, and will include “balance” and one 

covered cable run for each surface supplied with 

one universal shots. Square metal supports or 

aluminum equivalent with electrostatic paint 

including the possibilty of vertical cabling. Running 

cable raceway along the desk. Minimum 5 years 

guarantee. //

Puesto simple 1.40m x 0.60m: Todas las 

superficies de trabajo incluidas mesas y elementos 

independientes serán en Tablex inmunizado de 

mínimo 3cm. de espesor. Acabado superficies en 

formica o equivalente con canto plano termo 

fundido, incluye balance y un pasa cables con tapa 

por cada superficie suministrada. Soportes 

3 EA  - each 

21

2X1 Filing Cabinet: Cabinet with two conventional 

drawers and a fully opening, legal-sized hanging-

folder file drawer with American-type runners. This 

filing cabinet should be made of metal and/with 

structure, base, front part and drawers in metal 

sheet minumum, gauge 20 minimum or aluminum 

equivalent. Coated with electrostatic paint. Includes 

lock & key and drawer pencil accesories. Minimum 

width, 37cm //

Archivador 2x1 Archivador compuesto por dos 

cajones convencionales y un cajon de archivo de 

carpetas colgantes tamaño oficio con correderas 

tipo americano que abran en su totalidad.  

Metálico, con estructura, base, frente y cajones en 

lámina cold rolled calibre 20 mínimo o su 

equivalente en aluminio y acabado con pintura 

3 EA  - each 

22

Overhead Bins  0.75m Long: AZ Cabinets. 

Metallic Hanging overhead cabinets that can be 

easily fixed to paneling or walls, in which legal-size 

AZ folders can be stored. Made of cold rolled steel 

sheet gauge 18, or equivalent aluminium sheet. 

Coated with electrostatic paint. Swing door over the 

top, by rail or with hydraulic support. Door finish: 

"Formica" or equivalent. Includes security lock. // 

Fácilmente anclables a la panelería o muros. //

Gabinetes Aéreos 0.75m largo: Gabinetes 

superiores colgantes para almacenamiento de 

fólderes AZ tamaño oficio. Elaborados en lámina 

de acero cold rolled calibre 18  y/o lamina de 

aluminio equivalente. Acabado metalico recubierto 

con pintura electrostática. Puerta escualizable 

hacia la parte superior por medio de riel o con 

brazo hidraulico; Acabado puerta en formica 

postformada o formica con canto plano termo 

3 EA  - each 

23

Extensible Keyboard Holder: Polypropylene 

keyboard holder with full extension runners, to be 

attached under the working surface on the 

rectangular workplaces //

Portateclados extensible: En polipropileno con 

correderas full extension. Para montar por debajo 

de la superficie de trabajo en los puestos de 

trabajo sencillos.

3 EA  - each 

24

Movable CPU Floor Holders: Metallic movable 

floor stand CPU holders. Made of cold rolled sheet 

steel, gauge 18 and/ or equivalent aluminum sheet. 

All metallic finishes in electrostatic paint. With 4 

wheels and brakes on two wheels.

Porta CPU de piso movible: Metalicos en 

lámina de acero calibre 18 y/o lamina de aluminio 

equivalente. Todos los acabados de la estructura 

metalica deben ser en pintura elctrostatica, Con 4 

ruedas y freno en dos de éstas. 

3 EA  - each 

25

Professional Chair with Head Support.  With 

armrests and head support. Ergonomically 

designed; pneumatic seat-height adjustment within 

a 10cms range; permanent contact ergonomic 

reclining chair with adjustable back piece and 

blocking device, 360 degree swivel; five legs base 

on self lubricating rollers coated in nylon. 

Permanent contact mechanism. Seat and back 

upholstered finish in black net.//

Silla Tipo Ejecutiva/Profesional con Apoya 

cabezas: Silla con apoya cabezas y brazos. 

Ergonómica reclinable de contacto permanente 

con ajuste de espaldar y bloqueo, con mecanismo 

neumático para graduación de altura con rango de 

10 cms., 360 grados giro; cinco patas rodachinas 

auto lubricadas con recubrimiento en nylon. 

3 EA  - each 

26

Printer fax stand 1.20 x 0.60 x 0.75h: With two (2) 

doors and two (2) shelves (including bottom and 

medium shelves) for storing paper. One covered 

cable run for each horizontal surface and back. Top 

board and doors, same characterisitics of the 

working surfaces.

Mueble para Impresora y Fax de 1.20 x 0.60 x 

0.75h  con puertas, dos entrepaños (incluido 

inferior e intermedio) y tapa. Entrepaños  

(intermedio y base) y 2 puertas. Con pasa cables 

1 EA  - each 

27

Metallic Bin: Metallic and round, with minimum 

dimensions 0.20m. diameter and 0.30m. high, and 

rubber and/or plastic packing around the bottom. 

Or the standard shape used by each company, but 

with the minimum dimensions stated. Include in 

your proposal available colors and image/catalog. 

Basurera oficina: Metálica redonda de medidas 

mínimas: 0.20m de diámetro por 0.30m de altura 

con empaque inferior en caucho y/o plástico. O la 

forma estándar que maneje cada empresa teniendo 

como mínimo las dimensiones enunciadas. Incluya 

2 EA  - each 

SOLICITUD DE COTIZACION PR5877878

( Request for quote PR5877878

ESTE ES UN FORMATO DE COTIZACION, NO ES UN CONTRATO NI UNA ORDEN DE COMPRA 

This is a request for quote, it is NOT a Purchase Order  

ENVIAR LA COTIZACION ANTES DEL/Send RFQ Before:

11/18/2016

COTIZAR SOLO EN ESTE FORMATO Y EN PESOS COLOMBIANOS-LLENANDO TODA LA INFORMACION SOLICITADA PARA QUE SU COTIZACION SEA ACEPTADA

mailto:cubillosjl@state.gov


28

Filing Metal Cabinet with doors:  Metal item 

coated with electrostatic paint, 1.30 m. high, 1.20 m 

front and 0.55m. back  with four (4) variable height 

shelves.The system includes two metallic curtain 

type doors with handles and lock. The furniture 

includes lateral, back upper and bottom covers. The 

base of the furniture will be considered to be the 

first variable shelf, and this should be at least 5 cm. 

from the ground and be fitted with rubber and/or 

plastic packing where it comes into contact with the 

floor. Freestanding structure which guarantees 

high stability and high load and impact resistance.  

The cold-rolled sheet shelves will be at least 

gauge18, while supports will be at least gauge 16. 

//

Folderama con puertas: Estante metalico con 

puertas: Mueble metálico en su totalidad con 

pintura electrostática mate, de 1.30m de alto, 1.20 

m frente y 0.55m fondo con cuatro (e) entrepaños 

de altura variable, con reborde o poyo de 1cm en el 

frente que evite el rodamiento de objetos.  El 

1 EA  - each 

29

Blinds 1.60 x 1.60 Supply and installation of 

manual aluminum miniblinds. Non deformable 

aluminum, 25mm width, 0.06mm thick. Minimum, 47 

plates per meter.  Manual blinds through cord. The 

miniblinds will overhang 10cm towards the bottom 

of the window opening. Color to be defined, 

according to vendor' s display // 

Persiana 1.60m x 1.60h Suministro e instalación 

de minipersianas manuales en aluminio. Aluminio 

resistente a la deformación. Laminas de 25mm de 

ancho, 0.06 mm de

espesor. Minimo 47 laminillas por metro.  

Manuales, mediante cordón. Las

minipersianas, en sentido vertical colgarán 10cm 

en la parte inferior del vano. Color por

2.56 SM  - square meter 

ANALISTAS H

30

Mixed panelling 1.70m high.The frames must be 

metal coated in electrostatic paint or aluminum 

frames with scratch- resistant powder-coat finish. 

All divisions to be supplied must be minimum 7.5cm  

thick and 1.70m high. The paneling divsions must 

be self-supporting and rigid; they will be set up 

over technical floor. All divisions must be able to be 

wired at different heights both vertically and 

horizontally. The divisions that have outlets must 

have voice and data outlets in the upper part of the 

base and regulated and non-regulated electrical 

power outlets in the lower part. The minimum 

distance that is allowed between electrical power 

outlets and data outlets is 25 cm. The outlets and 

openings must have a blind cover for 

enhancements.  All of the divisions shall be 

laminate top same finish as surfaces, up to 1.30 m 

high; and last row with laminated glass or 5mm 

glass with 4 mils Mylar; except behind hanging 

cabinets where panels shall be in formica,  Glass 

fasteners PVC extruded for glass tiles If the 

bidding companies handle heights other than those 

suggested in this item, the permissible ranges may 

vary 10-cm. maximum. Minimum 5 years guarantee. 

Paneleria mixta de media altura 1.70m h.Toda la 

panelería a suministrar debe ser de mínimo  7.5cm  

de espesor y 1.70m de altura. Toda la panelería 

deberá tener capacidad de cableado en sentido 

vertical y horizontal.  La paneleria se va a montar 

sobre piso tecnico,debe garantizarse que sea 

autoportante y rigida.  La panelería que tenga 

tomas deberá tener en la parte superior del zócalo  

las tomas de voz y datos  y en la parte inferior las 

1 SM  - square meter 

31

Middle height Panels 1.30m.  The frames must 

be metal coated in electrostatic paint or aluminum 

frames with scratch- resistant powder-coat finish. 

All divisions to be supplied must be minimum 7.5cm  

thick and 1.30m high. The paneling divsions must 

be self-supporting and rigid;All divisions must be 

able to be wired at different heights both vertically 

and horizontally.  All of the divisions shall be 

laminate or metallic top  up to 1.30 m high. If the 

bidding companies handle heights other than those 

suggested in this item, the permissible ranges may 

vary 10-cm. maximum. Minimum 5 years guarantee. 

Paneleria media altura Toda la panelería a 

suministrar debe ser de mínimo  7.5cm   de 

espesor y 1.30m de altura. La paneleria debe 

garantizarse que sea autoportante y rigida. Las 

divisiones deben ser en formica y/po metalicas del 

1 LS  - lump sum 

32

Simple W orkstation type min 1.60m x 0.60m:  

All working surfaces including tables and 

independent elements shall be and made of high- 

pressure laminate, 1 1/4" or 3 cm thick. Surface 

Finish: Formica or equivalent  with flat thermo-

fused edges, and will include “balance” and one 

covered cable run for each surface supplied with 

one universal shots. Square metal supports or 

aluminum equivalent with electrostatic paint 

including the possibilty of vertical cabling. Running 

cable raceway along the desk. Minimum 5 years 

guarantee. //

Puesto simple 1.60m x 0.60m: Todas las 

superficies de trabajo incluidas mesas y elementos 

independientes serán en Tablex inmunizado de 

mínimo 3cm. de espesor. Acabado superficies en 

formica o equivalente con canto plano termo 

fundido, incluye balance y un pasa cables con tapa 

4 EA  - each 
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2X1 Filing Cabinet: Cabinet with two conventional 

drawers and a fully opening, legal-sized hanging-

folder file drawer with American-type runners. This 

filing cabinet should be made of metal and/with 

structure, base, front part and drawers in metal 

sheet minumum, gauge 20 minimum or aluminum 

equivalent. Coated with electrostatic paint. Includes 

lock & key and drawer pencil accesories. Minimum 

width, 37cm //

Archivador 2x1 Archivador compuesto por dos 

cajones convencionales y un cajon de archivo de 

carpetas colgantes tamaño oficio con correderas 

tipo americano que abran en su totalidad.  

Metálico, con estructura, base, frente y cajones en 

lámina cold rolled calibre 20 mínimo o su 

equivalente en aluminio y acabado con pintura 

4 EA  - each 
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Overhead Bins  0.90m long: AZ Cabinets. 

Metallic Hanging overhead cabinets that can be 

easily fixed to paneling or walls, in which legal-size 

AZ folders can be stored. Made of cold rolled steel 

sheet gauge 18, or equivalent aluminium sheet. 

Coated with electrostatic paint. Swing door over the 

top, by rail or with hydraulic support. Door finish: 

"Formica" or equivalent. Includes security lock. //

Gabinetes Aéreos 0.90m largo: Gabinetes 

superiores colgantes para almacenamiento de 

fólderes AZ tamaño oficio. Elaborados en lámina 

de acero cold rolled calibre 18  y/o lamina de 

aluminio equivalente. Acabado metalico recubierto 

con pintura electrostática. Puerta escualizable 

hacia la parte superior por medio de riel o con 

brazo hidraulico; Acabado puerta en formica 

postformada o formica con canto plano termo 

4 EA  - each 
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Movable CPU Floor Holders: Metallic movable 

floor stand CPU holders. Made of cold rolled sheet 

steel, gauge 18 and/ or equivalent aluminum sheet. 

All metallic finishes in electrostatic paint. With 4 

wheels and brakes on two wheels.

Porta CPU de piso movible: Metalicos en 

lámina de acero calibre 18 y/o lamina de aluminio 

equivalente. Todos los acabados de la estructura 

metalica deben ser en pintura elctrostatica, Con 4 

ruedas y freno en dos de éstas.

4 EA  - each 
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Professional Chair with Head Support.  With 

armrests and head support. Ergonomically 

designed; pneumatic seat-height adjustment within 

a 10cms range; permanent contact ergonomic 

reclining chair with adjustable back piece and 

blocking device, 360 degree swivel; five legs base 

on self lubricating rollers coated in nylon. 

Permanent contact mechanism. Seat and back 

upholstered finish in black net.//

Silla Tipo Ejecutiva/Profesional con Apoya 

cabezas: Silla con apoya cabezas y brazos. 

Ergonómica reclinable de contacto permanente 

con ajuste de espaldar y bloqueo, con mecanismo 

neumático para graduación de altura con rango de 

10 cms., 360 grados giro; cinco patas rodachinas 

auto lubricadas con recubrimiento en nylon. 

4 EA  - each 
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Printer fax stand 1.20 x 0.60 x 0.75h: With two (2) 

doors and two (2) shelves (including bottom and 

medium shelves) for storing paper. One covered 

cable run for each horizontal surface and back. Top 

board and doors, same characterisitics of the 

working surfaces.

Mueble para Impresora y Fax de 1.20 x 0.60 x 

0.70m h  con puertas, dos entrepaños (incluido 

inferior e intermedio) y tapa. Entrepaños  

(intermedio y base) y 2 puertas. Con pasa cables 

1 EA  - each 
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Filing Metal Cabinet with doors:  Metal item 

coated with electrostatic paint, 1.30 m. high, 1.20 m 

front and 0.55m. back  with four (4) variable height 

shelves.The system includes two metallic curtain 

type doors with handles and lock. The furniture 

includes lateral, back upper and bottom covers. The 

base of the furniture will be considered to be the 

first variable shelf, and this should be at least 5 cm. 

from the ground and be fitted with rubber and/or 

plastic packing where it comes into contact with the 

floor. Freestanding structure which guarantees 

high stability and high load and impact resistance.  

The cold-rolled sheet shelves will be at least 

gauge18, while supports will be at least gauge 16. 

//

Folderama con puertas: Estante metalico con 

puertas: Mueble metálico en su totalidad con 

pintura electrostática mate, de 1.30m de alto, 1.20 

m frente y 0.55m fondo con cuatro (e) entrepaños 

de altura variable, con reborde o poyo de 1cm en el 

frente que evite el rodamiento de objetos.  El 

1 EA  - each 
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Metallic Bin: Metallic and round, with minimum 

dimensions 0.20m. diameter and 0.30m. high, and 

rubber and/or plastic packing around the bottom. 

Or the standard shape used by each company, but 

with the minimum dimensions stated. Include in 

your proposal available colors and image/catalog. 

Basurera oficina: Metálica redonda de medidas 

mínimas: 0.20m de diámetro por 0.30m de altura 

con empaque inferior en caucho y/o plástico. O la 

forma estándar que maneje cada empresa teniendo 

como mínimo las dimensiones enunciadas. Incluya 

2 EA  - each 
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Blinds 1.50 x 1.60h Supply and installation of 

manual aluminum miniblinds. Non deformable 

aluminum, 25mm width, 0.06mm thick. Minimum, 47 

plates per meter.  Manual blinds through cord. The 

miniblinds will overhang 10cm towards the bottom 

of the window opening. Color to be defined, 

according to vendor' s display  // 

Persiana 1.50 x 1.60h Suministro e instalación de 

minipersianas manuales en aluminio. Aluminio 

resistente a la deformación. Laminas de 25mm de 

ancho, 0.06 mm de

espesor. Minimo 47 laminillas por metro.  

Manuales, mediante cordón. Las

minipersianas, en sentido vertical colgarán 10cm 

en la parte inferior del vano. Color por

4.8 SM  - square meter 

ANALISTAS U
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Mixed panelling 1.70m high.The frames must be 

metal coated in electrostatic paint or aluminum 

frames with scratch- resistant powder-coat finish. 

All divisions to be supplied must be minimum 7.5cm  

thick and 1.70m high. The paneling divsions must 

be self-supporting and rigid; they will be set up 

over technical floor. All divisions must be able to be 

wired at different heights both vertically and 

horizontally. The divisions that have outlets must 

have voice and data outlets in the upper part of the 

base and regulated and non-regulated electrical 

power outlets in the lower part. The minimum 

distance that is allowed between electrical power 

outlets and data outlets is 25 cm. The outlets and 

openings must have a blind cover for 

enhancements.  All of the divisions shall be 

laminate top same finish as surfaces, up to 1.30 m 

high; and last row with laminated glass or 5mm 

glass with 4 mils Mylar; except behind hanging 

cabinets where panels shall be in formica,  Glass 

fasteners PVC extruded for glass tiles If the 

bidding companies handle heights other than those 

suggested in this item, the permissible ranges may 

vary 10-cm. maximum. Minimum 5 years guarantee. 

Paneleria mixta de media altura 1.70m h.Toda la 

panelería a suministrar debe ser de mínimo  7.5cm  

de espesor y 1.70m de altura. Toda la panelería 

deberá tener capacidad de cableado en sentido 

vertical y horizontal.  La paneleria se va a montar 

sobre piso tecnico,debe garantizarse que sea 

autoportante y rigida.  La panelería que tenga 

tomas deberá tener en la parte superior del zócalo  

las tomas de voz y datos  y en la parte inferior las 

1 LS  - lump sum 
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Middle height Panels 1.30m.  The frames must 

be metal coated in electrostatic paint or aluminum 

frames with scratch- resistant powder-coat finish. 

All divisions to be supplied must be minimum 7.5cm  

thick and 1.30m high. The paneling divsions must 

be self-supporting and rigid;All divisions must be 

able to be wired at different heights both vertically 

and horizontally.  All of the divisions shall be 

laminate or metallic top  up to 1.30 m high. If the 

bidding companies handle heights other than those 

suggested in this item, the permissible ranges may 

vary 10-cm. maximum. Minimum 5 years guarantee. 

Paneleria media altura Toda la panelería a 

suministrar debe ser de mínimo  7.5cm   de 

espesor y 1.30m de altura. La paneleria debe 

garantizarse que sea autoportante y rigida. Las 

divisiones deben ser en formica y/po metalicas del 

1 LS  - lump sum 
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Simple W orkstation type min 1.60m x 0.60m:  

All working surfaces including tables and 

independent elements shall be and made of high- 

pressure laminate, 1 1/4" or 3 cm thick. Surface 

Finish: Formica or equivalent  with flat thermo-

fused edges, and will include “balance” and one 

covered cable run for each surface supplied with 

one universal shots. Square metal supports or 

aluminum equivalent with electrostatic paint 

including the possibilty of vertical cabling. Running 

cable raceway along the desk. Minimum 5 years 

guarantee. //

Puesto simple 1.60m x 0.60m: Todas las 

superficies de trabajo incluidas mesas y elementos 

independientes serán en Tablex inmunizado de 

mínimo 3cm. de espesor. Acabado superficies en 

formica o equivalente con canto plano termo 

fundido, incluye balance y un pasa cables con tapa 

por cada superficie suministrada. Soportes 

4 EA  - each 
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2X1 Filing Cabinet: Cabinet with two conventional 

drawers and a fully opening, legal-sized hanging-

folder file drawer with American-type runners. This 

filing cabinet should be made of metal and/with 

structure, base, front part and drawers in metal 

sheet minumum, gauge 20 minimum or aluminum 

equivalent. Coated with electrostatic paint. Includes 

lock & key and drawer pencil accesories. Minimum 

width, 37cm //

Archivador 2x1 Archivador compuesto por dos 

cajones convencionales y un cajon de archivo de 

carpetas colgantes tamaño oficio con correderas 

tipo americano que abran en su totalidad.  

Metálico, con estructura, base, frente y cajones en 

lámina cold rolled calibre 20 mínimo o su 

equivalente en aluminio y acabado con pintura 

4 EA  - each 
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Overhead Bins  0.90m long: AZ Cabinets. 

Metallic Hanging overhead cabinets that can be 

easily fixed to paneling or walls, in which legal-size 

AZ folders can be stored. Made of cold rolled steel 

sheet gauge 18, or equivalent aluminium sheet. 

Coated with electrostatic paint. Swing door over the 

top, by rail or with hydraulic support. Door finish: 

"Formica" or equivalent. Includes security lock. // 

Fácilmente Location: Individual workspaces in 

workstation area //

Gabinetes Aéreos 0.90m largo. Gabinetes 

superiores colgantes para almacenamiento de 

fólderes AZ tamaño oficio. Elaborados en lámina 

de acero cold rolled calibre 18  y/o lamina de 

aluminio equivalente. Acabado metalico recubierto 

con pintura electrostática. Puerta escualizable 

hacia la parte superior por medio de riel o con 

brazo hidraulico; Acabado puerta en formica 

4 EA  - each 
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Extensible Keyboard Holder: Polypropylene 

keyboard holder with full extension runners, to be 

attached under the working surface on the 

rectangular workplaces //

Portateclados extensible: En polipropileno con 

correderas full extension. Para montar por debajo 

de la superficie de trabajo en los puestos de 

trabajo sencillos.

4 EA  - each 
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Movable CPU Floor Holders: Metallic movable 

floor stand CPU holders. Made of cold rolled sheet 

steel, gauge 18 and/ or equivalent aluminum sheet. 

All metallic finishes in electrostatic paint. With 4 

wheels and brakes on two wheels. 

Porta CPU de piso movible: Metalicos en 

lámina de acero calibre 18 y/o lamina de aluminio 

equivalente. Todos los acabados de la estructura 

metalica deben ser en pintura elctrostatica, Con 4 

4 EA  - each 
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Professional Chair with Head Support.  With 

armrests and head support. Ergonomically 

designed; pneumatic seat-height adjustment within 

a 10cms range; permanent contact ergonomic 

reclining chair with adjustable back piece and 

blocking device, 360 degree swivel; five legs base 

on self lubricating rollers coated in nylon. 

Permanent contact mechanism. Seat and back 

upholstered finish in black net.//

Silla Tipo Ejecutiva/Profesional con Apoya 

cabezas: Silla con apoya cabezas y brazos. 

Ergonómica reclinable de contacto permanente 

con ajuste de espaldar y bloqueo, con mecanismo 

neumático para graduación de altura con rango de 

10 cms., 360 grados giro; cinco patas rodachinas 

auto lubricadas con recubrimiento en nylon. 

4 EA  - each 
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Printer fax stand 1.20 x 0.60 x 0.75h: With two 

(2) doors and two (2) shelves (including bottom 

and medium shelves) for storing paper. One 

covered cable run for each horizontal surface and 

back. Top board and doors, same characterisitics 

of the working surfaces.

Mueble para Impresora y Fax de 1.20 x 0.60 x 

0.70m h  con puertas, dos entrepaños (incluido 

inferior e intermedio) y tapa. Entrepaños  

(intermedio y base) y 2 puertas. Con pasa cables 

1 EA  - each 
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Filing Metal Cabinet with doors:  Metal item 

coated with electrostatic paint, 1.30 m. high, 1.20 m 

front and 0.55m. back  with four (4) variable height 

shelves.The system includes two metallic curtain 

type doors with handles and lock. The furniture 

includes lateral, back upper and bottom covers. The 

base of the furniture will be considered to be the 

first variable shelf, and this should be at least 5 cm. 

from the ground and be fitted with rubber and/or 

plastic packing where it comes into contact with the 

floor. Freestanding structure which guarantees 

high stability and high load and impact resistance.  

The cold-rolled sheet shelves will be at least 

gauge18, while supports will be at least gauge 16. 

//

Folderama con puertas: Estante metalico con 

puertas: Mueble metálico en su totalidad con 

pintura electrostática mate, de 1.30m de alto, 1.20 

m frente y 0.55m fondo con cuatro (e) entrepaños 

de altura variable, con reborde o poyo de 1cm en el 

frente que evite el rodamiento de objetos.  El 

1 EA  - each 
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Metallic Bin: Metallic: Round, with minimum 

dimensions 0.20m. diameter and 0.30m. high, and 

rubber and/or plastic packing around the bottom. 

Or the standard shape used by each company, but 

with the minimum dimensions stated. Include in 

your proposal available colors and image/catalog. 

Basurera oficina: Metálica redonda de medidas 

mínimas: 0.20m de diámetro por 0.30m de altura 

con empaque inferior en caucho y/o plástico. O la 

forma estándar que maneje cada empresa teniendo 

como mínimo las dimensiones enunciadas. Incluya 

2 EA  - each 
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Blinds 1.50 x 1.60 (x 2 windows) Supply and 

installation of manual aluminum miniblinds. Non 

deformable aluminum, 25mm width, 0.06mm thick. 

Minimum, 47 plates per meter.  Manual blinds 

through cord. The miniblinds will overhang 10cm 

towards the bottom of the window opening. Color to 

be defined, according to vendor' s display //

Persiana 1.50 x 1.60 (x 2 ventanas). Suministro e 

instalación de minipersianas manuales en 

aluminio. Aluminio resistente a la deformación. 

Laminas de 25mm de ancho, 0.06 mm de espesor. 

Minimo 47 laminillas por metro.  Manuales, 

mediante cordón. Las

minipersianas, en sentido vertical colgarán 10cm 

4.8 SM  - square meter 

INV.

INV. Q
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Mixed Paneling Floor to Ceiling: Height 2.40 m. 

STAND ALONE METALLIC FRAMING: Made of 

cold rolled sheet steel gauge18 and/or equivalent 

aluminium sheet. With seams to support surfaces 

and accessories (vertical and horizontal). All 

metallic finishes in electrostatic paint. The width of 

the framing is around 8cm. U union in cold rolled 

steel sheet 18 gauge and/or equivalent aluminium 

sheet. Leader in polypropylene. Poster, shot 

distribution and developed in cold rolled steel 

sheet,18 gauge or metallic equivalent aluminium 

sheet. Pipeline or cable channel on the lower level, 

with divisions to separate different types of cabling. 

This product should be given the option of being 

inspected by both sides, and, have the option to 

receive shots. No rigid duct cover. Polypropylene 

levellers. Glass fasteners PVC extruded, when 

carrying glass tiles. TILES OR PANELS: 

Chipboard tablex type from floor to 0.90m high: 

three-layer laminated wood particle in Formica or 

equivalent or Metallci panels finished with 

electrostatic paint  superior panels from 0.90m h to 

ceiling in 5mm Tempered Glass tile including 4 

mils sand blasted film on panels// 

Paneleria Mixta Piso - Cielo Raso Altura 2.40m 

: ESTRUCTURA METALICA AUTO 

PORTANTE: Elaborada en lámina de acero cold 

rolled calibre 18 y/o lamina de aluminio 

equivalente, con troquelados tipo cremallera para 

soportar superficies y accesorios (vertical y 

horizontalmente). Todos los acabados de la 

estructura metálica deben ser cubiertos con 

pintura electrostática. Ancho aproximado de la 

perfileria: 8cm. U de unión superior o pasarelas, 

1 LS  - lump sum 
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P-1 Door: Door opening: 0.85 m x 2.00m. h. This 

item includes the supply and installation of a 

metallic frame, transom (to ceiling) and a glass 

door on the panel divisions. Frame:16 gauge cold 

rolled steel sheet with electrostatic paint finishing / 

or equivalent aluminum frame.  Glass door in 

10mm  tempered glass. Door finish: 4 mils security 

sand blasted  film. Includes Door lock:  Lock 

aluminum handle or equivalent, key to the outside 

and inside button. All doors with floor doorstop, 

hinges and all accessories required for 

installation. // 

Puerta P-1: Vano puerta de 0.85m x 2.00m. h.  

Marco con cuerpo en acero cold rolled calibre 16 o 

su equivalente en aluminio. Montante hasta cielo 

rasoen vidrio. Acabados en pintura electrostatica. 

Hoja y montante en vidrio templado de 10 mm. 

1.00 EA  - each 
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Mixed panelling 1.70m high.The frames must be 

metal coated in electrostatic paint or aluminum 

frames with scratch- resistant powder-coat finish. 

All divisions to be supplied must be minimum 7.5cm  

thick and 1.70m high. The paneling divsions must 

be self-supporting and rigid; they will be set up 

over technical floor. All divisions must be able to be 

wired at different heights both vertically and 

horizontally. The divisions that have outlets must 

have voice and data outlets in the upper part of the 

base and regulated and non-regulated electrical 

power outlets in the lower part. The minimum 

distance that is allowed between electrical power 

outlets and data outlets is 25 cm. The outlets and 

openings must have a blind cover for 

enhancements.  All of the divisions shall be 

laminate top same finish as surfaces, up to 1.30 m 

high; and last row with laminated glass or 5mm 

glass with 4 mils Mylar; except behind hanging 

cabinets where panels shall be in formica,  Glass 

fasteners PVC extruded for glass tiles If the 

bidding companies handle heights other than those 

suggested in this item, the permissible ranges may 

vary 10-cm. maximum. Minimum 5 years guarantee. 

Paneleria mixta de media altura 1.70m h.Toda la 

panelería a suministrar debe ser de mínimo  7.5cm  

de espesor y 1.70m de altura. Toda la panelería 

deberá tener capacidad de cableado en sentido 

vertical y horizontal.  La paneleria se va a montar 

sobre piso tecnico,debe garantizarse que sea 

autoportante y rigida.  La panelería que tenga 

tomas deberá tener en la parte superior del zócalo  

las tomas de voz y datos  y en la parte inferior las 

1 LS  - lump sum 
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Middle height Panels 1.30m.  The frames must 

be metal coated in electrostatic paint or aluminum 

frames with scratch- resistant powder-coat finish. 

All divisions to be supplied must be minimum 7.5cm  

thick and 1.30m high. The paneling divsions must 

be self-supporting and rigid;All divisions must be 

able to be wired at different heights both vertically 

and horizontally.  All of the divisions shall be 

laminate or metallic top  up to 1.30 m high. If the 

bidding companies handle heights other than those 

suggested in this item, the permissible ranges may 

vary 10-cm. maximum. Minimum 5 years guarantee. 

Paneleria media altura Toda la panelería a 

suministrar debe ser de mínimo  7.5cm   de 

espesor y 1.30m de altura. La paneleria debe 

garantizarse que sea autoportante y rigida. Las 

divisiones deben ser en formica y/po metalicas del 

1 LS  - lump sum 
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Simple W orkstation type min 1.50m x 0.60m:  

All working surfaces including tables and 

independent elements shall be and made of high- 

pressure laminate, 1 1/4" or 3 cm thick. Surface 

Finish: Formica or equivalent  with flat thermo-

fused edges, and will include “balance” and one 

covered cable run for each surface supplied with 

one universal shots. Square metal supports or 

aluminum equivalent with electrostatic paint 

including the possibilty of vertical cabling. Running 

cable raceway along the desk. Minimum 5 years 

guarantee. //

Puesto simple 1.50m x 0.60m: Todas las 

superficies de trabajo incluidas mesas y elementos 

independientes serán en Tablex inmunizado de 

mínimo 3cm. de espesor. Acabado superficies en 

formica o equivalente con canto plano termo 

fundido, incluye balance y un pasa cables con tapa 

por cada superficie suministrada. Soportes 

6 EA  - each 
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"L" W orkstation type min 1.50m x 1.60m  All 

working surfaces including tables and independent 

elements shall be and made of high- pressure 

laminate, 1 1/4" or 3 cm thick, with flat thermo-fused 

edges, and will include “balance” and one covered 

cable run for each surface supplied. Square metal 

supports with electrostatic paint, able to be wired, 

and running cable raceway along the desk. 

Working surfaces shall be at least 0.60 m depth, 

return surface 0.50m depth.  It includes front metal 

protection // 

Puesto en L 1.50m x 1.60m: Todas las 

superficies de trabajo incluidas mesas y elementos 

independientes serán en Tablex inmunizado de 

mínimo 3cm. de espesor forrado en formica con 

canto plano termo fundido, incluye balance y un 

pasa cables con tapa por cada superficie 

suministrada.Soportes metalicos cuadrados con 

pintura electrostatica; con posibilidad de 

1 EA  - each 
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2X1 Filing Cabinet: Cabinet with two conventional 

drawers and a fully opening, legal-sized hanging-

folder file drawer with American-type runners. This 

filing cabinet should be made of metal and/with 

structure, base, front part and drawers in metal 

sheet minumum, gauge 20 minimum or aluminum 

equivalent. Coated with electrostatic paint. Includes 

lock & key and drawer pencil accesories. Minimum 

width, 37cm //

Archivador 2x1 Archivador compuesto por dos 

cajones convencionales y un cajon de archivo de 

carpetas colgantes tamaño oficio con correderas 

tipo americano que abran en su totalidad.  

Metálico, con estructura, base, frente y cajones en 

lámina cold rolled calibre 20 mínimo o su 

equivalente en aluminio y acabado con pintura 

7 EA  - each 
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Overhead Bins  0.90m long: AZ Cabinets. 

Metallic Hanging overhead cabinets that can be 

easily fixed to paneling or walls, in which legal-size 

AZ folders can be stored. Made of cold rolled steel 

sheet gauge 18, or equivalent aluminium sheet. 

Coated with electrostatic paint. Swing door over the 

top, by rail or with hydraulic support. Door finish: 

"Formica" or equivalent. Includes security lock. // 

Fácilmente anclables a la panelería o muros.//

Gabinetes Aéreos 0.90m largo: Gabinetes 

superiores colgantes para almacenamiento de 

fólderes AZ tamaño oficio. Elaborados en lámina 

de acero cold rolled calibre 18  y/o lamina de 

aluminio equivalente. Acabado metalico recubierto 

con pintura electrostática. Puerta escualizable 

hacia la parte superior por medio de riel o con 

brazo hidraulico; Acabado puerta en formica 

postformada o formica con canto plano termo 

7 EA  - each 
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Interlocutor chair without armrests. Interlocutor 

ergonomic chair with fixed medium back at least 40 

cm high. Structure: without armrests: metal 

base/legs, minimum gauge 14 with electrostatic 

paint. Seat: Upholstered in "Prana" or equivalent. 

Backrest finished in black net. Minimum 3 years 

warranty. //

Silla interlocutora sin brazos.  Silla ergonómica 

con espaldar mediano fijo de altura mínima de 40 

cm. Estructura sin brazos y con patas metálicas en 

tubería cold rolled calibre 14 como mínimo. Asiento 

2 EA  - each 
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Professional Chair.  With armrests. 

Ergonomically designed; pneumatic seat-height 

adjustment within a 10cms range; permanent 

contact ergonomic reclining chair with adjustable 

back piece and blocking device; the back must be 

minimum 40 cm. high, 360 degree swivel; five legs 

base on self lubricating rollers coated in nylon (the 

floor is ceramic) / Net backrest, set upholstered, in 

prana or equivalent. Permanent contact 

mechanism. //

Silla Tipo Ejecutiva/Profesional: Silla con 

brazos, ergonómica reclinable de contacto 

permanente con ajuste de espaldar y bloqueo, con 

mecanismo neumático para graduación de altura 

con rango de 10 cms. El espaldar debe tener una 

altura mínima de 40cm, 360 giro; cinco patas 

6 EA  - each 
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Professional Chair with Head Support.  With 

armrests and head support. Ergonomically 

designed; pneumatic seat-height adjustment within 

a 10cms range; permanent contact ergonomic 

reclining chair with adjustable back piece and 

blocking device, 360 degree swivel; five legs base 

on self lubricating rollers coated in nylon (the floor 

is ceramic) Permanent contact mechanism. Seat 

and back upholstered finish innet.  //

Silla Tipo Ejecutiva/Profesional con Apoya 

cabezas: Silla con apoy a cabezas y  

brazos. Ergonómica reclinable de 

contacto permanente con ajuste de 

espaldar y  bloqueo, con mecanismo 

neumático para graduación de altura con 

rango de 10 cms., 360 grados giro; 

1 EA  - each 
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Printer fax stand 1.20 x 0.60 x 0.75h: With two (2) 

doors and two (2) shelves (including bottom and 

medium shelves) for storing paper. One covered 

cable run for each horizontal surface and back. Top 

board and doors, same characterisitics of the 

working surfaces.

Mueble para Impresora y Fax de 1.20 x 0.60 x 

0.70m h  con puertas, dos entrepaños (incluido 

inferior e intermedio) y tapa. Entrepaños  

(intermedio y base) y 2 puertas. Con pasa cables 

1 EA  - each 
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Filing Metal Cabinet with doors:  Metal item 

coated with electrostatic paint, 1.30 m. high, 1.20 m 

front and 0.55m. back  with four (4) variable height 

shelves.The system includes two metallic curtain 

type doors with handles and lock. The furniture 

includes lateral, back upper and bottom covers. The 

base of the furniture will be considered to be the 

first variable shelf, and this should be at least 5 cm. 

from the ground and be fitted with rubber and/or 

plastic packing where it comes into contact with the 

floor. Freestanding structure which guarantees 

high stability and high load and impact resistance.  

The cold-rolled sheet shelves will be at least 

gauge18, while supports will be at least gauge 16. 

//

Folderama con puertas: Estante metalico con 

puertas: Mueble metálico en su totalidad con 

pintura electrostática mate, de 1.30m de alto, 1.20 

m frente y 0.55m fondo con cuatro (e) entrepaños 

de altura variable, con reborde o poyo de 1cm en el 

frente que evite el rodamiento de objetos.  El 

2 EA  - each 
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Metallic Bin: Round metallic bin, with minimum 

dimensions 0.20m. diameter and 0.30m. high, and 

rubber and/or plastic packing around the bottom. 

Or the standard shape used by each company, but 

with the minimum dimensions stated. Include in 

your proposal available colors and image/catalog. 

Basurera oficina: Metálica redonda de medidas 

mínimas: 0.20m de diámetro por 0.30m de altura 

con empaque inferior en caucho y/o plástico. O la 

forma estándar que maneje cada empresa teniendo 

como mínimo las dimensiones enunciadas. Incluya 

3 EA  - each 
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Blinds 2.77 x 2.08h Supply and installation of 

manual aluminum miniblinds. Non deformable 

aluminum, 25mm width, 0.06mm thick. Minimum, 47 

plates per meter.  Manual blinds through cord. The 

miniblinds will overhang 10cm towards the bottom 

of the window opening. Color to be defined, 

according to vendor' s display //

 Persiana 2.77 x 2.08h Suministro e instalación de 

minipersianas manuales en aluminio. Aluminio 

resistente a la deformación. Laminas de 25mm de 

ancho, 0.06 mm de

espesor. Minimo 47 laminillas por metro.  

Manuales, mediante cordón. Las

minipersianas, en sentido vertical colgarán 10cm 

en la parte inferior del vano. Color por

5.76 SM  - square meter 

INV. U.

68

Mixed Paneling Floor to Ceiling: Height 2.40 m. 

STAND ALONE METALLIC FRAMING: Made of 

cold rolled sheet steel gauge18 and/or equivalent 

aluminium sheet. With seams to support surfaces 

and accessories (vertical and horizontal). All 

metallic finishes in electrostatic paint. The width of 

the framing is around 8cm. U union in cold rolled 

steel sheet 18 gauge and/or equivalent aluminium 

sheet. Leader in polypropylene. Poster, shot 

distribution and developed in cold rolled steel 

sheet,18 gauge or metallic equivalent aluminium 

sheet. Pipeline or cable channel on the lower level, 

with divisions to separate different types of cabling. 

This product should be given the option of being 

inspected by both sides, and, have the option to 

receive shots. No rigid duct cover. Polypropylene 

levellers. Glass fasteners PVC extruded, when 

carrying glass tiles. TILES OR PANELS: 

Chipboard tablex type from floor to 0.90m high: 

three-layer laminated wood particle in Formica or 

equivalent or Metallci panels finished with 

electrostatic paint  superior panels from 0.90m h to 

ceiling in 5mm Tempered Glass tile including 4 

mils sand blasted film on panels// 

Paneleria Mixta Piso - Cielo Raso Altura 2.40m 

: ESTRUCTURA METALICA AUTO 

PORTANTE: Elaborada en lámina de acero cold 

rolled calibre 18 y/o lamina de aluminio 

equivalente, con troquelados tipo cremallera para 

soportar superficies y accesorios (vertical y 

horizontalmente). Todos los acabados de la 

estructura metálica deben ser cubiertos con 

pintura electrostática. Ancho aproximado de la 

perfileria: 8cm. U de unión superior o pasarelas, 

1 LS  - lump sum 
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P-1 Door: Door opening: 0.85 m x 2.00m. h. This 

item includes the supply and installation of a 

metallic frame, transom (to ceiling) and a glass 

door on the panel divisions. Frame:16 gauge cold 

rolled steel sheet with electrostatic paint finishing / 

or equivalent aluminum frame.  Glass door in 

10mm  tempered glass. Door finish: 4 mils security 

sand blasted  film. Includes Door lock:  Lock 

aluminum handle or equivalent, key to the outside 

and inside button. All doors with floor doorstop, 

hinges and all accessories required for 

installation. // 

Puerta P-1: Vano puerta de 0.85m x 2.00m. h.  

Marco con cuerpo en acero cold rolled calibre 16 o 

su equivalente en aluminio. Montante hasta cielo 

rasoen vidrio. Acabados en pintura electrostatica. 

Hoja y montante en vidrio templado de 10 mm. 

1.00 EA  - each 

70

Mixed panelling 1.70m high.The frames must be 

metal coated in electrostatic paint or aluminum 

frames with scratch- resistant powder-coat finish. 

All divisions to be supplied must be minimum 7.5cm  

thick and 1.70m high. The paneling divsions must 

be self-supporting and rigid; they will be set up 

over technical floor. All divisions must be able to be 

wired at different heights both vertically and 

horizontally. The divisions that have outlets must 

have voice and data outlets in the upper part of the 

base and regulated and non-regulated electrical 

power outlets in the lower part. The minimum 

distance that is allowed between electrical power 

outlets and data outlets is 25 cm. The outlets and 

openings must have a blind cover for 

enhancements.  All of the divisions shall be 

laminate top same finish as surfaces, up to 1.30 m 

high; and last row with laminated glass or 5mm 

glass with 4 mils Mylar; except behind hanging 

cabinets where panels shall be in formica,  Glass 

fasteners PVC extruded for glass tiles If the 

bidding companies handle heights other than those 

suggested in this item, the permissible ranges may 

vary 10-cm. maximum. Minimum 5 years guarantee. 

Paneleria mixta de media altura 1.70m h.Toda la 

panelería a suministrar debe ser de mínimo  7.5cm  

de espesor y 1.70m de altura. Toda la panelería 

deberá tener capacidad de cableado en sentido 

vertical y horizontal.  La paneleria se va a montar 

sobre piso tecnico,debe garantizarse que sea 

autoportante y rigida.  La panelería que tenga 

tomas deberá tener en la parte superior del zócalo  

las tomas de voz y datos  y en la parte inferior las 

1 LS  - lump sum 
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Middle height Panels 1.30m.  The frames must 

be metal coated in electrostatic paint or aluminum 

frames with scratch- resistant powder-coat finish. 

All divisions to be supplied must be minimum 7.5cm  

thick and 1.30m high. The paneling divsions must 

be self-supporting and rigid;All divisions must be 

able to be wired at different heights both vertically 

and horizontally.  All of the divisions shall be 

laminate or metallic top  up to 1.30 m high. If the 

bidding companies handle heights other than those 

suggested in this item, the permissible ranges may 

vary 10-cm. maximum. Minimum 5 years guarantee. 

Paneleria media altura Toda la panelería a 

suministrar debe ser de mínimo  7.5cm   de 

espesor y 1.30m de altura. La paneleria debe 

garantizarse que sea autoportante y rigida. Las 

divisiones deben ser en formica y/po metalicas del 

1 LS  - lump sum 
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Simple W orkstation type min 1.50m x 0.60m:  

All working surfaces including tables and 

independent elements shall be and made of high- 

pressure laminate, 1 1/4" or 3 cm thick. Surface 

Finish: Formica or equivalent  with flat thermo-

fused edges, and will include “balance” and one 

covered cable run for each surface supplied with 

one universal shots. Square metal supports or 

aluminum equivalent with electrostatic paint 

including the possibilty of vertical cabling. Running 

cable raceway along the desk. Minimum 5 years 

guarantee. //

Puesto simple 1.50m x 0.60m: Todas las 

superficies de trabajo incluidas mesas y elementos 

independientes serán en Tablex inmunizado de 

mínimo 3cm. de espesor. Acabado superficies en 

formica o equivalente con canto plano termo 

fundido, incluye balance y un pasa cables con tapa 

por cada superficie suministrada. Soportes 

6 EA  - each 
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"L" W orkstation type min 1.50m x 1.60m  All 

working surfaces including tables and independent 

elements shall be and made of high- pressure 

laminate, 1 1/4" or 3 cm thick, with flat thermo-fused 

edges, and will include “balance” and one covered 

cable run for each surface supplied. Square metal 

supports with electrostatic paint, able to be wired, 

and running cable raceway along the desk. 

Working surfaces shall be at least 0.60 m depth, 

return surface 0.50m depth.  It includes front metal 

protection // 

Puesto en L 1.50m x 1.60m: Todas las 

superficies de trabajo incluidas mesas y elementos 

independientes serán en Tablex inmunizado de 

mínimo 3cm. de espesor forrado en formica con 

canto plano termo fundido, incluye balance y un 

pasa cables con tapa por cada superficie 

suministrada.Soportes metalicos cuadrados con 

pintura electrostatica; con posibilidad de 

1 EA  - each 
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2X1 Filing Cabinet: Cabinet with two conventional 

drawers and a fully opening, legal-sized hanging-

folder file drawer with American-type runners. This 

filing cabinet should be made of metal and/with 

structure, base, front part and drawers in metal 

sheet minumum, gauge 20 minimum or aluminum 

equivalent. Coated with electrostatic paint. Includes 

lock & key and drawer pencil accesories. Minimum 

width, 37cm //

Archivador 2x1 Archivador compuesto por dos 

cajones convencionales y un cajon de archivo de 

carpetas colgantes tamaño oficio con correderas 

tipo americano que abran en su totalidad.  

Metálico, con estructura, base, frente y cajones en 

lámina cold rolled calibre 20 mínimo o su 

equivalente en aluminio y acabado con pintura 

7 EA  - each 

75

Overhead Bins  0.90m long: AZ Cabinets. 

Metallic Hanging overhead cabinets that can be 

easily fixed to paneling or walls, in which legal-size 

AZ folders can be stored. Made of cold rolled steel 

sheet gauge 18, or equivalent aluminium sheet. 

Coated with electrostatic paint. Swing door over the 

top, by rail or with hydraulic support. Door finish: 

"Formica" or equivalent. Includes security lock. // 

Fácilmente anclables a la panelería o muros.//

Gabinetes Aéreos 0.90m largo: Gabinetes 

superiores colgantes para almacenamiento de 

fólderes AZ tamaño oficio. Elaborados en lámina 

de acero cold rolled calibre 18  y/o lamina de 

aluminio equivalente. Acabado metalico recubierto 

con pintura electrostática. Puerta escualizable 

hacia la parte superior por medio de riel o con 

brazo hidraulico; Acabado puerta en formica 

postformada o formica con canto plano termo 

7 EA  - each 
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Professional Chair.  With armrests. 

Ergonomically designed; pneumatic seat-height 

adjustment within a 10cms range; permanent 

contact ergonomic reclining chair with adjustable 

back piece and blocking device; the back must be 

minimum 40 cm. high, 360 degree swivel; five legs 

base on self lubricating rollers coated in nylon (the 

floor is ceramic) / Net backrest, set upholstered, in 

prana or equivalent. Permanent contact 

mechanism. //

Silla Tipo Ejecutiva/Profesional: Silla con 

brazos, ergonómica reclinable de contacto 

permanente con ajuste de espaldar y bloqueo, con 

mecanismo neumático para graduación de altura 

con rango de 10 cms. El espaldar debe tener una 

altura mínima de 40cm, 360 giro; cinco patas 

6 EA  - each 

77

Professional Chair with Head Support.  With 

armrests and head support. Ergonomically 

designed; pneumatic seat-height adjustment within 

a 10cms range; permanent contact ergonomic 

reclining chair with adjustable back piece and 

blocking device, 360 degree swivel; five legs base 

on self lubricating rollers coated in nylon (the floor 

is ceramic) Permanent contact mechanism. Seat 

and back upholstered finish innet.  //

Silla Tipo Ejecutiva/Profesional con Apoya 

cabezas: Silla con apoy a cabezas y  

brazos. Ergonómica reclinable de 

contacto permanente con ajuste de 

espaldar y  bloqueo, con mecanismo 

neumático para graduación de altura con 

rango de 10 cms., 360 grados giro; 

1 EA  - each 

78

Printer fax stand 1.20 x 0.60 x 0.75h: With two (2) 

doors and two (2) shelves (including bottom and 

medium shelves) for storing paper. One covered 

cable run for each horizontal surface and back. Top 

board and doors, same characterisitics of the 

working surfaces.

Mueble para Impresora y Fax de 1.20 x 0.60 x 

0.70m h  con puertas, dos entrepaños (incluido 

inferior e intermedio) y tapa. Entrepaños  

(intermedio y base) y 2 puertas. Con pasa cables 

1 EA  - each 
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Filing Metal Cabinet with doors:  Metal item 

coated with electrostatic paint, 1.30 m. high, 1.20 m 

front and 0.55m. back  with four (4) variable height 

shelves.The system includes two metallic curtain 

type doors with handles and lock. The furniture 

includes lateral, back upper and bottom covers. The 

base of the furniture will be considered to be the 

first variable shelf, and this should be at least 5 cm. 

from the ground and be fitted with rubber and/or 

plastic packing where it comes into contact with the 

floor. Freestanding structure which guarantees 

high stability and high load and impact resistance.  

The cold-rolled sheet shelves will be at least 

gauge18, while supports will be at least gauge 16. 

//

Folderama con puertas: Estante metalico con 

puertas: Mueble metálico en su totalidad con 

pintura electrostática mate, de 1.30m de alto, 1.20 

m frente y 0.55m fondo con cuatro (e) entrepaños 

de altura variable, con reborde o poyo de 1cm en el 

frente que evite el rodamiento de objetos.  El 

2 EA  - each 
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Metallic Bin: Round metallic bin, with minimum 

dimensions 0.20m. diameter and 0.30m. high, and 

rubber and/or plastic packing around the bottom. 

Or the standard shape used by each company, but 

with the minimum dimensions stated. Include in 

your proposal available colors and image/catalog. 

Basurera oficina: Metálica redonda de medidas 

mínimas: 0.20m de diámetro por 0.30m de altura 

con empaque inferior en caucho y/o plástico. O la 

forma estándar que maneje cada empresa teniendo 

como mínimo las dimensiones enunciadas. Incluya 

3 EA  - each 
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Blinds 2.77 x 2.08h Supply and installation of 

manual aluminum miniblinds. Non deformable 

aluminum, 25mm width, 0.06mm thick. Minimum, 47 

plates per meter.  Manual blinds through cord. The 

miniblinds will overhang 10cm towards the bottom 

of the window opening. Color to be defined, 

according to vendor' s display //

 Persiana 2.77 x 2.08h Suministro e instalación de 

minipersianas manuales en aluminio. Aluminio 

resistente a la deformación. Laminas de 25mm de 

ancho, 0.06 mm de

espesor. Minimo 47 laminillas por metro.  

Manuales, mediante cordón. Las

minipersianas, en sentido vertical colgarán 10cm 

en la parte inferior del vano. Color por

5.76 SM  - square meter 

INV. H.
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Mixed panelling 1.70m high.The frames must be 

metal coated in electrostatic paint or aluminum 

frames with scratch- resistant powder-coat finish. 

All divisions to be supplied must be minimum 7.5cm  

thick and 1.70m high. The paneling divsions must 

be self-supporting and rigid; they will be set up 

over technical floor. All divisions must be able to be 

wired at different heights both vertically and 

horizontally. The divisions that have outlets must 

have voice and data outlets in the upper part of the 

base and regulated and non-regulated electrical 

power outlets in the lower part. The minimum 

distance that is allowed between electrical power 

outlets and data outlets is 25 cm. The outlets and 

openings must have a blind cover for 

enhancements.  All of the divisions shall be 

laminate top same finish as surfaces, up to 1.30 m 

high; and last row with laminated glass or 5mm 

glass with 4 mils Mylar; except behind hanging 

cabinets where panels shall be in formica,  Glass 

fasteners PVC extruded for glass tiles If the 

bidding companies handle heights other than those 

suggested in this item, the permissible ranges may 

vary 10-cm. maximum. Minimum 5 years guarantee. 

Paneleria mixta de media altura 1.70m h.Toda la 

panelería a suministrar debe ser de mínimo  7.5cm  

de espesor y 1.70m de altura. Toda la panelería 

deberá tener capacidad de cableado en sentido 

vertical y horizontal.  La paneleria se va a montar 

sobre piso tecnico,debe garantizarse que sea 

autoportante y rigida.  La panelería que tenga 

tomas deberá tener en la parte superior del zócalo  

las tomas de voz y datos  y en la parte inferior las 

1 LS  - lump sum 

83

Middle height Panels 1.30m.  The frames must 

be metal coated in electrostatic paint or aluminum 

frames with scratch- resistant powder-coat finish. 

All divisions to be supplied must be minimum 7.5cm  

thick and 1.30m high. The paneling divsions must 

be self-supporting and rigid;All divisions must be 

able to be wired at different heights both vertically 

and horizontally.  All of the divisions shall be 

laminate or metallic top  up to 1.30 m high. If the 

bidding companies handle heights other than those 

suggested in this item, the permissible ranges may 

vary 10-cm. maximum. Minimum 5 years guarantee. 

Paneleria media altura Toda la panelería a 

suministrar debe ser de mínimo  7.5cm   de 

espesor y 1.30m de altura. La paneleria debe 

garantizarse que sea autoportante y rigida. Las 

divisiones deben ser en formica y/po metalicas del 

1 LS  - lump sum 

84

Simple W orkstation type min 1.50m x 0.60m:  

All working surfaces including tables and 

independent elements shall be and made of high- 

pressure laminate, 1 1/4" or 3 cm thick. Surface 

Finish: Formica or equivalent  with flat thermo-

fused edges, and will include “balance” and one 

covered cable run for each surface supplied with 

one universal shots. Square metal supports or 

aluminum equivalent with electrostatic paint 

including the possibilty of vertical cabling. Running 

cable raceway along the desk. Minimum 5 years 

guarantee. //

Puesto simple 1.50m x 0.60m: Todas las 

superficies de trabajo incluidas mesas y elementos 

independientes serán en Tablex inmunizado de 

mínimo 3cm. de espesor. Acabado superficies en 

formica o equivalente con canto plano termo 

fundido, incluye balance y un pasa cables con tapa 

por cada superficie suministrada. Soportes 

6 EA  - each 
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"L" W orkstation type min 1.50m x 1.60m  All 

working surfaces including tables and independent 

elements shall be and made of high- pressure 

laminate, 1 1/4" or 3 cm thick, with flat thermo-fused 

edges, and will include “balance” and one covered 

cable run for each surface supplied. Square metal 

supports with electrostatic paint, able to be wired, 

and running cable raceway along the desk. 

Working surfaces shall be at least 0.60 m depth, 

return surface 0.50m depth.  It includes front metal 

protection // 

Puesto en L 1.50m x 1.60m: Todas las 

superficies de trabajo incluidas mesas y elementos 

independientes serán en Tablex inmunizado de 

mínimo 3cm. de espesor forrado en formica con 

canto plano termo fundido, incluye balance y un 

pasa cables con tapa por cada superficie 

suministrada.Soportes metalicos cuadrados con 

pintura electrostatica; con posibilidad de 

1 EA  - each 
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2X1 Filing Cabinet: Cabinet with two conventional 

drawers and a fully opening, legal-sized hanging-

folder file drawer with American-type runners. This 

filing cabinet should be made of metal and/with 

structure, base, front part and drawers in metal 

sheet minumum, gauge 20 minimum or aluminum 

equivalent. Coated with electrostatic paint. Includes 

lock & key and drawer pencil accesories. Minimum 

width, 37cm //

Archivador 2x1 Archivador compuesto por dos 

cajones convencionales y un cajon de archivo de 

carpetas colgantes tamaño oficio con correderas 

tipo americano que abran en su totalidad.  

Metálico, con estructura, base, frente y cajones en 

lámina cold rolled calibre 20 mínimo o su 

equivalente en aluminio y acabado con pintura 

7 EA  - each 
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Overhead Bins  0.90m long: AZ Cabinets. 

Metallic Hanging overhead cabinets that can be 

easily fixed to paneling or walls, in which legal-size 

AZ folders can be stored. Made of cold rolled steel 

sheet gauge 18, or equivalent aluminium sheet. 

Coated with electrostatic paint. Swing door over the 

top, by rail or with hydraulic support. Door finish: 

"Formica" or equivalent. Includes security lock. // 

Fácilmente anclables a la panelería o muros.//

Gabinetes Aéreos 0.90m largo: Gabinetes 

superiores colgantes para almacenamiento de 

fólderes AZ tamaño oficio. Elaborados en lámina 

de acero cold rolled calibre 18  y/o lamina de 

aluminio equivalente. Acabado metalico recubierto 

con pintura electrostática. Puerta escualizable 

hacia la parte superior por medio de riel o con 

brazo hidraulico; Acabado puerta en formica 

postformada o formica con canto plano termo 

6 EA  - each 
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Professional Chair with Head Support.  With 

armrests and head support. Ergonomically 

designed; pneumatic seat-height adjustment within 

a 10cms range; permanent contact ergonomic 

reclining chair with adjustable back piece and 

blocking device, 360 degree swivel; five legs base 

on self lubricating rollers coated in nylon. 

Permanent contact mechanism. Seat and back 

upholstered finish in black net.//

Silla Tipo Ejecutiva/Profesional con Apoya 

cabezas: Silla con apoya cabezas y brazos. 

Ergonómica reclinable de contacto permanente 

con ajuste de espaldar y bloqueo, con mecanismo 

neumático para graduación de altura con rango de 

10 cms., 360 grados giro; cinco patas rodachinas 

auto lubricadas con recubrimiento en nylon. 

1 EA  - each 
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Professional Chair.  With armrests. 

Ergonomically designed; pneumatic seat-height 

adjustment within a 10cms range; permanent 

contact ergonomic reclining chair with adjustable 

back piece and blocking device; the back must be 

minimum 40 cm. high, 360 degree swivel; five legs 

base on self lubricating rollers coated in nylon (the 

floor is ceramic) Net backrest, set upholstered, in 

prana or equivalent. Permanent contact 

mechanism. //

Silla Tipo Ejecutiva/Profesional: Silla con 

brazos, ergonómica reclinable de contacto 

permanente con ajuste de espaldar y bloqueo, con 

mecanismo neumático para graduación de altura 

con rango de 10 cms. El espaldar debe tener una 

altura mínima de 40cm, 360 giro; cinco patas 

6 EA  - each 
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Interlocutor chair without armrests. Interlocutor 

ergonomic chair with fixed medium back at least 40 

cm high. Structure: without armrests: metal 

base/legs, minimum gauge 14 with electrostatic 

paint. Seat: Upholstered in "Prana" or equivalent. 

Backrest finished in black net. Minimum 3 years 

warranty. //

Silla interlocutora sin brazos.  Silla ergonómica 

con espaldar mediano fijo de altura mínima de 40 

cm. Estructura sin brazos y con patas metálicas en 

tubería cold rolled calibre 14 como mínimo. Asiento 

2 EA  - each 
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Printer fax stand 1.20 x 0.60 x 0.75h: With two 

(2) doors and two (2) shelves (including bottom 

and medium shelves) for storing paper. One 

covered cable run for each horizontal surface and 

back. Top board and doors, same characterisitics 

of the working surfaces.

Mueble para Impresora y Fax de 1.20 x 0.60 x 

0.70m h  con puertas, dos entrepaños (incluido 

inferior e intermedio) y tapa. Entrepaños  

(intermedio y base) y 2 puertas. Con pasa cables 

2 EA  - each 
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Filing Metal Cabinet with doors:  Metal item 

coated with electrostatic paint, 1.30 m. high, 1.50 m 

front and 0.55m. back  with four (4) variable height 

shelves.The system includes two metallic curtain 

type doors with handles and lock. The furniture 

includes lateral, back upper and bottom covers. The 

base of the furniture will be considered to be the 

first variable shelf, and this should be at least 5 cm. 

from the ground and be fitted with rubber and/or 

plastic packing where it comes into contact with the 

floor. Freestanding structure which guarantees 

high stability and high load and impact resistance.  

The cold-rolled sheet shelves will be at least 

gauge18, while supports will be at least gauge 16. 

//

Folderama con puertas: Estante metalico con 

puertas: Mueble metálico en su totalidad con 

pintura electrostática mate, de 1.30m de alto, 1.50 

m frente y 0.55m fondo con cuatro (e) entrepaños 

de altura variable, con reborde o poyo de 1cm en el 

frente que evite el rodamiento de objetos.  El 

1 EA  - each 

93

Metallic Bin: Metallic and round, with minimum 

dimensions 0.20m. diameter and 0.30m. high, and 

rubber and/or plastic packing around the bottom. 

Or the standard shape used by each company, but 

with the minimum dimensions stated. Include in 

your proposal available colors and image/catalog. 

Basurera oficina: Metálica redonda de medidas 

mínimas: 0.20m de diámetro por 0.30m de altura 

con empaque inferior en caucho y/o plástico. O la 

forma estándar que maneje cada empresa teniendo 

como mínimo las dimensiones enunciadas. Incluya 

4 EA  - each 

94

Blinds 2.54 x 2.08h & 3.94*2.08: Supply and 

installation of manual aluminum miniblinds. Non 

deformable aluminum, 25mm width, 0.06mm thick. 

Minimum, 47 plates per meter.  Manual blinds 

through cord. The miniblinds will overhang 10cm 

towards the bottom of the window opening. Color to 

be defined, according to vendor' s display// 

Persiana 2.54 x 2.08h & 3.94*2.08 Suministro e 

instalación de minipersianas manuales en 

aluminio. Aluminio resistente a la deformación. 

Laminas de 25mm de ancho, 0.06 mm de espesor. 

Minimo 47 laminillas por metro.  Manuales, 

mediante cordón. Las

minipersianas, en sentido vertical colgarán 10cm 

13.48 SM  - square meter 

95 Transportation // Transporte A Cali Edificio Siglo XXI 1 EA  - each 
96  Installation   // Instalacion 1 EA  - each 

LUGA R DE ENT REGA : 

0.00

16% 0.00

8% 0.00

0.00

CONDICIONES DE PAGO/PAYMENT TERMS (Marque con una equis)

1 A cepta el pago 30  dias despues de recibir  los items o servicios?   Acepto No Acepto

Do you accept 30 days payment after receipt of goods / Services?   

2

Este pago se realizara despues de recibir los elementos a satisfaccion Acepto No Acepto

Do you accept payment with Visa Credit card for purchases of $3.000USD or below?

Datos de la empresa/Company info (Son obligatorios para procesar su cotización/Mandatory for procesing the RFQ)

Escriba aquí

1 Nombre exacto de la compañia como razon social y como aparece en la 

factura (Company name):

2 Nit de la empresa:

3 Nombre del representante legal (Legal representative):

4 Nombre del vendedor (Seller's name):

5 Email del contacto (correo electrónico):

6 Dirección completa (Address):

7 Ciudad (City)

8 Teléfonos (Telephone-Fax):

9 Garantía (Warranty):

10 Oferta válida hasta (Dead line of your offer)

NOTAS/Notes:

* El Proveedor Selecionado debera entregar el material mediante Remision la cual debera tener firma y nombre de quien recibe y esta se adjuntara a la factura como soporte

Bogota

Sub-total

Iva (Señalar porcentaje) (si aplica)

Impuesto al Consumo (Si Aplica)

A cepta el pago con tarjeta de Crédito Visa para compras menores a $3 .000  dólares o 

Total


